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12. Facilities and Equipment

Regulations:  180 NAC 3-011, item 2; 180 NAC 3-014.12. 

Criteria: Facilities and equipment must be adequate to protect health and to minimize danger to
life or property. This may be demonstrated by the following:
• The location of the gauge is compatible with the "Conditions of Normal Use" and

"Limitations and/or Other Considerations of Use" on the SSD Registration Certificate
• The fixed gauge is secured to prevent unauthorized removal or access (e.g., located in a

locked room, permanently mounted, or chained and locked to a storage rack).

Discussion: Fixed gauges incorporate many engineering features to protect the user from
unnecessary radiation exposure in a wide variety of environments.  Fixed gauges may be located
in harsh environments involving variables such as pressure, vibration, mounting height/method,
temperature, humidity, air quality, corrosive atmospheres, corrosive chemicals including process
materials and cleaning agents, possible impact or puncture conditions, and fire, explosion, and
flooding potentials. Applicants need to consult the sections on the SSD Registration Certificate
entitled, "Conditions of Normal Use" and "Limitations and/or Other Considerations of Use" to
determine the appropriate gauge for a location. In those instances when a proposed location is
not consistent with the SSD Registration Certificate, the applicant may ask the source or device
manufacturer or distributor to request an amendment to modify the SSD Registration Certificate
to include the new conditions.  If the manufacturer or distributor does not request an amendment,
the applicant must provide the Agency with specific information demonstrating that the proposed
new conditions will not impact the safety or integrity of the source or device.

Fixed gauges must be stored and used in such a manner as to prevent unauthorized removal or
unauthorized use.  Submit diagrams of all area in which radioactive material will be permanently
stored or used.  Diagrams and additional information should include: 

• Diagram scale
• Indicate the direction.
• Mark and identify all areas adjacent.  Specify the distance of the closes occupied work

station to the radioactive material storage/use area.  Areas where gauges are stored
pending installation or disposal should also be included.

• Specify the building, floor, room number and principal use of each room or area.
• Indicate all lockable doors and storage containers for all storage/use location for

radioactive material.

(See Appendix G for sample facility diagrams.)

Response from Applicant: Provide one of the following:

• “A diagram of the facility showing the location of each fixed gauge is attached.  We will
ensure that the location of each fixed gauge meets the criteria in the section entitled
“Facilities and Equipment' Instruments” in “Radioactive Material Guidance for Fixed
Gauge Licenses,” Regulatory Guide 3.13 (Rev.2).”

OR
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• “A diagram of the facility showing the location of each fixed gauge is attached.”
Confirm that the fixed gauge is secured to prevent unauthorized removal or access; and
submit specific information demonstrating that the proposed conditions will not impact
the safety or integrity of the source or device.  Address any instances where the proposed
conditions exceed any conditions listed in the SSD Registration Certificate.

Note:
• Any deviations from an SSD Registration Certificate will require specific Agency approval.
• Alternative responses will be evaluated using the criteria listed above.
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